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Kurzfassung

In den letzten Jahren hat die Nutzung des Frequenzspektrums der Millimeter- (mm-) und Sub-
Millimeter-Wellen (Sub-mm-) immer mehr an Attraktivität gewonnen. Mehrere Vorteile wie
die größere verfügbare Bandbreite und der kleinere Formfaktor machen diesen Frequenzbereich
für zahlreiche Anwendungen wie Hochgeschwindigkeitsverbindungen, Automotive Radar, Ge-
sundheit, Weltraumforschung und Materialwissenschaft attraktiv. Da die Geschwindigkeit von
CMOS selbst bei den fortschrittlichsten Technologieknoten noch nicht ausreicht, sind schnel-
le, aber kostengünstige Ersatzlösungen erforderlich. Mit der kontinuierlichen Entwicklung der
fortschrittlichen Silizium-Germanium (SiGe) Heterojunction bipolar transistor (HBTs) und der
entsprechenden BiCMOS-Technologie wurde ein Bauelement mit einer maximalen Oszillations-
frequenz (fmax) von 720 GHz in Bezug auf die Spitzenleistung und die Integration in 55 nm
CMOS erreicht. Diese Errungenschaften und die Vorhersage, dass in Kürze Grenzfrequenzen
jenseits des THz-Bereichs erreicht werden, haben die SiGe-basierte Technologie perfekt für die
oben genannten Anwendungen geeignet gemacht.

Für künftige mm- und Sub-mm-Wellenanwendungen wird eine der wichtigsten Anforderungen
die niedrige DC-Verlustleistung (Pdc) sein, die eine erhebliche Reduzierung der Versorgungsspan-
nung (Vsupply) und des Stroms erfordert. Typischerweise führt eine Verringerung der Vsupply zu
Bauelementen, die nahe oder im Sättigungsbereich arbeiten, was in mm-Wellen-Schaltungen auf-
grund der zu erwartenden Leistungsverschlechterung und der oft ungenauen Modelle vermieden
wird, und die inverse Basis-Kollektor-Spannung (VBC) wird in früheren Arbeiten im Allgemei-
nen zur Leistungsmaximierung gewählt. Da der moderate Betrieb in der Sättigung jedoch nicht
notwendigerweise zu einem signifikanten Ladungsüberschuss im Kollektor führt, liegt die Tran-
sitfrequenz (fT) der Spitzenstromverstärkung von SiGe-HBTs mit der vorwärtsgerichteten VBC
immer noch bei mehreren hundert GHz. Darüber hinaus wurde die ungenaue Modellierung durch
das Kompaktmodell HICUM/L2 mit der genauen Beschreibung der gespeicherten Ladung im
Sättigungs- und Quasi-Sättigungsbereich überwunden. Infolgedessen erscheinen die mm-Wellen-
Schaltungen mit geringer Leistung und SiGe-HBTs, die in Sättigung arbeiten, interessant für
Untersuchungen.

In dieser Arbeit werden mm-Wellen-Schaltungen mit geringer Leistung auf der Grundlage ver-
schiedener SiGe-BiCMOS-Technologien entwickelt. Verschiedene niedrig-Leistung-mm-Wellen-
Schaltungsblöcke werden im Detail diskutiert, darunter rauscharme Verstärker (LNAs), Ab-
wärtsmischer und verschiedene Frequenzvervielfacher, die einen breiten Frequenzbereich von
V-Band (50-75 GHz) bis G-Band (140-220 GHz) abdecken. Eine drastische Verringerung der
Versorgungsspannung wird durch die vorwärtsgerichtete VBC erreicht, die eine erhebliche Ver-
ringerung von Pdc ermöglicht, indem sie die Transistoren jeder Schaltung in die Sättigung zwingt.
Um einen besseren Kompromiss zwischen Pdc und anderen wichtige RF-Leistungsparametern zu
finden, beinhaltet die Diskussion jedes Schaltungsblocks die theoretische Analyse der wichtigsten
Leistungskennzahlen (FoMs), die Auswahl der Topologie, die Dimensionierung der Bauelemente,
die Auswahl der Vorspannung und Techniken zur Leistungssteigerung. In der Zwischenzeit wird
eine zusätzliche Leistungsabstimmung in Verstärkern und Mischern realisiert, was der Vertei-
lung der Systemleistung und der Erweiterung des Dynamikbereichs zugute kommt. Es werden
verschiedene niedrig-Leistung Entwürfe mit hochmoderner RF-Leistung vorgestellt, darunter:

• Ein 173-207-GHz-Low-Power-Verstärker wurde mit 23 dB Verstärkung und 3,2 mW Pdc
entwickelt. Im Vergleich zu den zuvor berichteten Low-Power-Verstärkern, die um 200 GHz
arbeiten, erreicht dieser Artikel die höchste lineare Verstärkung relativ zum Pdc mit einem
Verbesserungsfaktor von zehn und sehr wettbewerbsfähigen Leistungen in Bezug auf die
Rauschzahl 3-dB-Bandbreite (BW).

• Es wird ein abstimmbarer Verstärker mit niedriger Leistung von 72-108 GHz mit 10-23 dB
Verstärkung und 4-21 mW Pdc vorgestellt. Dank des regionalen Anpassungsnetzwerks wird



die Breitbandleistung über den Bias-Abstimmbereich beibehalten. Im Vergleich zu mo-
dernen W-Band-Verstärkern bietet dieser Entwurf nicht nur interessante Einblicke in die
Leistungsmetrik der Abstimmung, sondern auch äußerst wettbewerbsfähige Leistungen in
Bezug auf Verstärkung, 3-dB-BW, Pdc und 1-dB-Ausgangskompressionspunkt (oP1dB).

• Es wird ein 97 GHz Low-Power Abwärtswandlungsmischer mit 9,6 dB Umwandlungsver-
stärkung (CG) und 12 mW Pdc vorgestellt. Mit der transformatorgekoppelten Gilbert-
Zellen-Topologie wurden ein konkurrenzfähiger CG und die erforderliche LO-Leistung und
Signalinjektion gleichzeitig mit sehr geringer Verlustleistung erreicht.

• Bei den Multiplizierern wurden ein 56-66 GHz Low-Power Frequenzvervierfacher mit -
3,6 dB Spitzen-CG und 12 mW Pdc und ein 172-201 GHz Low-Power Frequenzverdrei-
facher mit -4 dB Spitzen-CG und 10,5 mW realisiert. Durch Kaskadierung dieser beiden
Schaltungen wurde auch ein 176-193 GHz Low-Power 12 Multiplikator entwickelt, der ei-
ne Ausgangsleistung von -11 dBm bei nur 26 mW Pdc erreicht. Im Vergleich zu den zuvor
berichteten Multiplizierern mit ähnlicher Betriebsfrequenz und ähnlichem Multiplikations-
faktor erreichen diese Entwürfe den niedrigen Pdc bei konkurrenzfähiger Leistung in Bezug
auf Ausgangsleistung und BW.

Darüber hinaus wird der stromsparende mm-Wellen Empfänger vorgestellt. Diese Schaltung
ist als ein Empfangskanal eines G-Band Frequenzverlängerers speziell für ein VNA-basiertes
Messsystem konzipiert. Ein weiteres Ziel dieses Empfängers ist die Erforschung des niedrig mög-
lichst Pdc bei gleichzeitiger Beibehaltung der äußerst wettbewerbsfähigen RF-Leistung für all-
gemeine Anwendungen, die einen großen LO Abstimmbereich erfordern. Das Kernstück des
Empfängers besteht aus einem LNA, einem aktiven abstimmbaren Grundwellenmischer, einem
Zwischenfrequenz (IF) Pufferverstärker und einem aktiven inversen Balun. Um den Empfänger
für Anwendungen, die einen abstimmbaren LO erfordern, geeignet zu machen, ist eine breitban-
dige, hochkomplexe Lokaloszillatorkette (LO) integriert, die einen 12-Multiplikator und einen
Treiberverstärker enthält. Um die bestmögliche Leistung bei extrem niedrigem Pdc zu erzielen,
wurden die Low-Power Entwurfsmethoden des Mischers und des LNA implementiert. Bei einer
festen IF Frequenz von 1 GHz weist dieser Empfänger einen Spitzen-CG von 49 dB mit einem
Abstimmbereich von 14 dB und eine minimale Einseitenband-Rauschzahl (NF) von 16,5 dB
auf und verbraucht nur 29 mW statische DC-Leistung für den Kernteil und 171 mW insgesamt
einschließlich der LO-Kette. Innerhalb des CG-Abstimmungsbereichs erreicht dieser Empfänger
eine RF-BW von 6 dB zwischen 25 und 32 GHz. Im Vergleich zu früher berichteten Empfängern
mit ähnlichen Frequenzen wurden der höchste CG und der niedrigste Pdc mit sehr wettbewerbs-
fähiger Leistung in Bezug auf BW, CG-Abstimmungsbereich, 1-dB-Ausgangskompressionspunkt
und NF erreicht.

Dank des genauen kompakten Modells HICUM/L2 wird der First-Pass-Zugang für alle Schal-
tungen erreicht, und die Simulationsergebnisse stimmen insgesamt hervorragend mit den Mes-
sungen überein. Darüber hinaus kann eine Sensitivitätsanalyse einen tieferen Einblick in die
Abhängigkeit der mit den Transistorparametern verbundenen physikalischen Effekte von den
kritischen Leistungsparametern der Schaltung geben. Solche Studien sollen aussagekräftiges
Feedback für die Prozessverbesserung und die Modellentwicklung liefern.



Abstract

In recent years, the attraction of the utilization of the millimeter (mm-) and sub-millimeter
(sub-mm-) wave frequency spectrum has been steadily enhancing. Several benefits, such as the
larger available bandwidth and the smaller form-factor, make this frequency region attractive for
numerous applications, such as high-speed links, automotive radar, health, space exploration,
and material science. Since the speed of CMOS is still insufficient even with the most advanced
technology nodes, high-speed but cost-efficient substitutes are necessary. With the continuous
development, the advanced silicon-germanium (SiGe) heterojunction bipolar-transistors (HBTs)
and the corresponding BiCMOS technology have achieved the device with the peak power gain
related maximum oscillation frequency (fmax) of 720 GHz and the integration with 55 nm CMOS.
These accomplishments, along with the prediction of beyond THz cutoff frequencies shortly, have
made SiGe-based technology perfectly suitable for addressing the applications mentioned above.

For the future mm- and sub-mm-wave applications, one of the key demands will be the
low DC power dissipation (Pdc), which requires a substantial reduction of the supply voltage
(Vsupply) and current. Typically, reducing the Vsupply will lead to devices operating close to or
in the saturation region, which is avoided in mm-wave circuits due to expected performance
degradation and often inaccurate models, and inverse base-collector voltage (VBC) is generally
chosen in previous work for maximizing performance. Nevertheless, since the moderate operation
in saturation does not necessarily lead to a significant excess charge in the collector, the peak
current gain cutoff frequency (fT) of SiGe HBTs with the forward-biased VBC still remains at
several hundreds of GHz. Furthermore, the inaccurate modeling has been overcome by the
compact model HICUM/L2 with the accurate description of the stored charge in the saturation
and quasi-saturation region. As a result, the low-power mm-wave circuits with SiGe HBTs
operating in saturation appear intriguing for investigation.

In this thesis, the low-power mm-wave circuits are developed based on several SiGe BiCMOS
technologies. Different low-power mm-wave circuit blocks are discussed in detail, which include
low-noise amplifiers (LNAs), down-conversion mixers, and various frequency multipliers, cov-
ering a wide frequency range from V-band (50-75 GHz) to G-band (140-220 GHz). A drastic
decrease of the Vsupply is realized by forward-biased VBC, enabling a substantial reduction of
Pdc by forcing transistors of each circuit to operate in saturation. To discover a better trade-off
between Pdc and other core RF performance parameters, the discussion of each circuit block con-
tains the theoretical analysis of the key figure of merits (FoMs), topology selection, device sizing,
bias selection, and performance enhancement techniques. Meanwhile, additional performance
tunability is realized in amplifiers and mixers, beneficial to system performance distribution
and dynamic range extension. Various low-power designs with cutting-edge RF performance are
introduced, including:
• A 173-207 GHz low-power amplifier is designed with 23 dB gain and 3.2 mW Pdc. Com-
pared with the previously reported low-power amplifiers operating around 200 GHz, this
work realizes the highest linear gain relative to the Pdc with an improvement factor of ten,
together with highly competitive performances containing noise figure and 3-dB bandwidth
(BW).

• A 72-108 GHz low-power tunable amplifier is presented with 10-23 dB gain and 4-21 mW
Pdc. Thanks to the regional matching network, the broadband performance over the
bias tuning range is maintained. Compared with state-of-the-art W-band amplifiers, this
design presents not only intriguing insights into performance metrics tuning but also highly
competitive performances in terms of gain, 3-dB BW, Pdc, and 1 dB output compression
point (oP1dB).

• A 97 GHz low-power down-conversion mixer is presented with 9.6 dB conversion gain (CG)
and 12 mW Pdc. With the transformer-coupled gilbert-cell topology, competitive CG and



required LO power along with signal injection have been achieved simultaneously with
very low-power dissipation.

• For multipliers, a 56-66 GHz low-power frequency quadrupler with -3.6 dB peak CG and
12 mW Pdc, and a 172-201 GHz low-power frequency tripler with -4 dB peak CG and
10.5 mW are realized. By cascading these two circuits, a 176-193 GHz low-power ×12 mul-
tiplier is also designed, achieving -11 dBm output power with only 26 mW Pdc. Compared
to the previously reported multipliers with similar operating frequency and multiplication
factor, these designs achieve the low Pdc with competitive output power and BW.

Furthermore, the low-power mm-wave receiver is presented. This circuit is designed as one
receiving channel of a G-band frequency extender specifically for a VNA-based measurement
system. Another goal of this receiver is to explore the lowest possible Pdc while keeping its
highly competitive RF performance for general applications requiring a wide LO tuning range.
The core part of the receiver consists of a LNA, an active tunable fundamental mixer, an
intermediate frequency (IF) buffer amplifier (BA), and an active inverse balun. A wide-band,
high-CG local oscillator (LO) chain is integrated to make the receiver suitable for applications
requiring tunable LO, which contains a ×12 multiplier and a driver amplifier. To exploit the
best possible performance with ultra-low Pdc, the low-power design methods of the mixer and
LNA are implemented. With a fixed IF frequency at 1 GHz, this receiver exhibits a peak CG of
49 dB with 14 dB tuning range, and a minimum single-sideband noise figure (NF) of 16.5 dB,
consuming only 29 mW static DC power for the core part and 171 mW overall including the
LO chain. Within the CG tuning range, this receiver achieves a 6 dB RF BW from 25 to
32 GHz. Compared with previously reported receivers at similar frequencies, the highest CG
and lowest Pdc with highly competitive performance in terms of BW, CG tuning range, 1 dB
output compression point, and NF have been achieved.

Thanks to the accurate compact model HICUM/L2, the first-pass access is achieved for all
circuits, and the overall simulation results show excellent agreement with measurement. Based
on that, the sensitivity analysis is enabled, which obtains a deeper insight into the dependence of
transistor parameter associated physical effects on the critical circuit performance parameters.
Such studies are supposed to provide meaningful feedback for process improvement and modeling
development.
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1 Introduction

1.1 Motivation

Millimeter-wave (mm-wave) and sub-millimeter-wave (sub-mm-wave) are defined by signals with
wavelengths of 1-10 and 0.1-1 mm in the vacuum, respectively, which can be directly converted
to the frequencies of 30-300 GHz and 0.3-1 THz, respectively. The utilization of these frequency
ranges is advantageous compared to microwaves. Larger absolute bandwidth with higher car-
rier frequency enables data transmission with a higher bit rate in wireless communication and
enhances lateral resolution in sensing and imaging systems. In addition, the higher operating fre-
quencies with a smaller form-factor of the circuits and systems is always beneficial in applications
with more compact size. As a result, the interest in mm- and sub-mm-wave frequency spectrum
has been steadily increasing in recent years [1]. Numerous applications, such as high-speed
point-to-point wireless communication [2], sensing and imaging [3], and frequency-modulated
continuous-wave (FMCW) radar [4], which cover a wide variety of fields such as material science
(including material characterization and identification test) [5], health, chemistry and biology
[6], as well as the space exploration, are predicted to play significant roles in modern life.

Modern semiconductor technologies keep developing towards mm-wave, sub-mm-wave, and
even THz frequencies to catch up with the rapidly growing demands. The complementary metal-
oxide-semiconductor (CMOS), III-V-based technologies, and the silicon-germanium heterojunc-
tion bipolar transistor (SiGe HBT) with bipolar CMOS (BiCMOS) technology are, among others,
the frequently used solutions for addressing the applications listed above. The selection of the
most suitable solutions in the future market is mainly driven by several significant aspects, such
as performance, cost, and energy efficiency. The current gain cutoff frequency/power gain re-
lated maximum oscillation frequency (fT/fmax) is a critical figure-of-merit (FoM) for evaluating
device performance (speed). In addition, the cost and energy efficiency of technology not only
depends on the lithography node but also the yield, process variation, model accuracy (which
significantly affects the time and cost), and the integration level with the digital portion. The
characteristics of the three leading technologies are summarized as follows:

• CMOS has dominated the manufacturing platform for the digital and mix-signal integrated
circuits and systems for a long time owing to its low cost, high volume, and high level of
integration between radio frequency (RF) and digital. Although CMOS features state-of-
the-art technology nodes, the speed of RF-CMOS is still insufficient even with the finest
and most scalable device compared to the other two counterparts [7]. On the other hand,
implementing the most advanced technology node makes the CMOS process no longer
low-cost.

• III-V technologies offer both HBTs and High-Electron-Mobility Transistors (HEMTs) with
state-of-the-art device speed, owing to superior material mobility. The 1.2 THz [8] and
1.5 THz [9] fmax have been realized by indium phosphide (InP) HBT and HEMT, respec-
tively, using at least two generations of depreciated lithography node of 130 nm for HBT
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and 25 nm for HEMT technologies. Additionally, featuring the same speed, the III-V
HBTs benefit from higher breakdown voltage than that of the SiGe HBTs, enabling higher
available output power(Pout). However, due to obstacles such as the low integration level
into digital CMOS processes, low yield, considerable process variation, and lack of accu-
rate models, III-V-based technologies are unlikely to serve the fast-growing and sizeable
high-volume market in the future both from cost and energy efficiency point of view.

• SiGe HBTs and the corresponding BiCMOS technology combine the strengths of the above
two competitors, which integrates the SiGe HBTs with good RF performance and the dig-
ital CMOS with high computing power. With a much-relaxed technology node of 130 nm,
over 700 GHz fmax has been achieved [10], which is highly competitive for applications
towards THz. More importantly, the integration of SiGe HBTs into the CMOS environ-
ment is much simpler since they are both silicon-based technologies, which enables the
high-level integration of mm-wave and sub-mm-wave front-end circuits and systems with
digital control and signal processing portion on a single chip.

A detailed comparison of the fT/fmax as a function of critical lithography dimension (either
emitter width or channel length) among CMOS [11–16], SiGe HBTs [10,17–22], and InP HBTs
[8,23–29] is presented in Fig. 1.1. The state-of-the-art device with the highest fmax was realized
by 130 nm InP HBTs from Teledyne [29], featuring a peak fT/fmax of 520/1150 GHz. Apart
from that, NTT reported their 250 nm InP HBTs with the leading-edge room temperature fT
of 813 GHz [24], but at the expense of a much lower fmax of 286 GHz. A slightly lower speed
with fT/fmax of 505/720 GHz was achieved using 130 nm SiGe HBT by IHP [10], which is still
about one generation behind InP HBTs in terms of fmax. As a comparison, the latest results
with the fT/fmax of 350/370 GHz for the 22 nm fully depleted silicon on insulator (FD SOI)
by Globalfoundres (22FDX) [11] and of 300/450 GHz for the 22 nm fin field-effect transistor
(FinFET) by Intel (22FFL) [12] have been presented recently after specific device optimization
for RF performance. Nevertheless, the achievements of RF-CMOS are still inferior compared
to that of SiGe and InP HBTs, even with the much more advanced technology node of 22 nm.
Moreover, since the RF-CMOS has been significantly downscaled, the continuous shrink of the
transistor size would no longer be helpful to the further device speed improvement, owing to the
surface scattering effects in the very thin silicon layer [30], which will lead to the degradation
of the transconductance (gm). In another word, the RF-CMOS has already reached its speed
limitation.

Please notice that the above discussion of device speed only focuses on the pure transistor
level after de-embedding of parasitics and interconnection structures, known as the device-level
fT. However, those impacts must be considered at the actual circuit design level because the
interconnection with passive devices and components is mandatory. Therefore, the extrinsic fT
becomes more attractive for circuit designers. Thanks to the simultaneously much higher gm
and device capacitances, HBTs present much less deterioration than that of CMOS by parasitics
and interconnections, which even widen this speed disparity between CMOS and HBTs in the
circuits world. As noted in [7], with the same device-level fT value of about 300 GHz after de-
embedding, the extrinsic fT of the 28 nm MOSFET decreases more than a factor of two, making
the implementation of mm-wave and sub-mm-wave front-ends even trickier. By comparison, the
extrinsic fT of the 130 nm SiGe HBTs remains at about 80%. Additionally, HBTs provide several
distinctive superiorities over CMOS in terms of circuit design level. For instance, HBTs offer a
larger device size with higher current resulted unit Pout, which reduces the number of required
devices in power amplifiers and in turn reduces the interconnect parasitics introduced by the
devices stack, the number of stages, and chip area.

Furthermore, the higher affordable collector-emitter voltage (than the drain-source voltage
of CMOS) of HBTs is a further benefit in high Pout designs, such as power amplifiers and signal
sources. Moreover, a lower flicker noise of HBTs contributed by the much lower corner frequency
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As a simple (and hence fast) but physics-based model, HICUM/L2 adequately predicts various
physical effects, especially in high-frequency regions such as non-quasi-static effect and substrate
coupling. Besides, HICUM/L2 covers a broad region of temperatures, geometry, and bias,
enabling the circuit optimization for different goals with a high degree of freedom.

In recent years, the development of high-speed SiGe HBTs has made many mm-wave afore-
mentioned applications available. Common to these applications is the demand for low energy
consumption. For given duty cycles, this demand boils down to minimizing the DC power con-
sumption (Pdc), which requires the substantial reduction of supply voltage and current of the
mm-wave circuits and systems during operation. Especially for the DC power-constrained ap-
plications such as mobile communication and portable systems, saving DC power prolongs the
standby period and product life significantly. The biggest challenge here is to achieve the best
possible trade-off between Pdc and performance, i.e., minimizing Pdc with the lowest constraint
on other key FoMs of circuits, such as (conversion) gain, noise, and bandwidth (BW), etc. Re-
ducing the supply voltage will lead to HBTs operating close to or in the saturation region, which
is often not encouraged due to perceived performance degradation and inaccurate modeling in
the saturation region.

Nevertheless, since the moderate operation in saturation does not necessarily lead to a signif-
icant excess charge in the collector, the peak fT of SiGe HBTs with the forward-biased VBC up
to around 0.5 V still remains at several hundreds of GHz. More importantly, the compact model
HICUM/L2 has overcome the inaccurate modeling problem thanks to the accurate description
of the stored charge in the saturation and quasi-saturation region. Hence, low-power mm-wave
circuits with SiGe HBTs operating in saturation appear intriguing for investigation, which will
be explored in this thesis based on several 130 nm SiGe BiCMOS technologies.

1.2 Objectives

The primary focuses of this thesis are the design, analysis, fabrication, and measurement of
low-power mm-wave circuits and systems. Based on the advanced SiGe BiCMOS technology
and the compact model HICUM/L2, different low-power circuits are investigated in this the-
sis towards a better trade-off between Pdc and other key performance parameters, including
low-noise amplifiers (LNAs), down-conversion mixers, frequency triplers, quadruplers, and ×12
multiplier chain. The operating frequency of the designed circuits covers V-band (50-75 GHz),
W-band (75-110 GHz), and G-band (140-220 GHz). Additionally, based on the low-power LNA
and down-conversion mixer design methods, a ×12 LO chain integrated low-power G-band re-
ceiver is introduced. This receiver is supposed to be used as one receiver channel of a network
measurement system, and is also suitable for general applications requiring a wide LO tuning
range.

Along this line, several significant steps in the design process are studied in this thesis:

• Device analysis. Device sizing and bias selection directly link to the Pdc and performance of
a single device. Based on the accurate and geometry scalable model HICUM/L2, the deeper
insight of the critical FoMs as a function of device size and bias need to be explored at first.
Three essential parameters are analyzed and selected carefully, including supply voltage
(Vsupply), collector current density (JC), and emitter area (Ae). Notice that the careful
consideration of connection structures (such as vias) close to devices is also significant
because of the noticeable speed deterioration caused by parasitics in mm-wave frequencies.
Such impacts should be accurately estimated by the electromagnetic (EM) simulation.

• Circuit design contains topology selection, performance enhancement approaches, and re-
alization of passive components and networks. Circuit topology determines the overall
required device number. Meanwhile, special measures are implemented to compensate
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for performance degradation due to parasitics and saturation operation, such as inductor-
based gain-boosting techniques in LNAs and transformer-coupled gilbert-cell mixers. Bet-
ter stage efficiency not only relaxes the critical demand on device speed but also reduce the
number of devices and stages required in the circuits, saving Pdc both at the device and
circuit level. Additionally, passive components and networks are also essential: a prop-
erly designed DC distribution network helps circuit stabilization; the matching network
strongly influences noise figure, gain, and BW; transmission line design helps reducing loss
and cross-talk at mm-wave frequencies.

• System analysis. The key FoMs of the system are the primary concern, such as conversion
gain, noise, Pout, linearity, and harmonic suppression. By the precise analysis of dynamic
range and careful performance distribution, the design priority of each block can be ad-
justed according to its position. Meanwhile, the number of circuit blocks can also be
minimized by combing functionalities into one block so that the system Pdc can be further
reduced.

• Experimental verification. Accurate results at mm-wave frequencies depend on a reliable
measurement environment both for small- and large-signal operation.

• Physical-effect-related analysis. Thanks to the accurate compact model HICUM/L2, sen-
sitivity analysis is enabled to obtain a deeper insight into the dependence of transistor
parameter associated physical effects on the critical circuit performance parameters. Such
studies are supposed to provide meaningful feedback for process improvement and model-
ing development.

This thesis contains seven chapters and four appendices, which are organized as follows. The
motivations and main objectives of this thesis have been emphasized in this chapter. The second
chapter introduces the main features of several SiGe BiCMOS technologies utilized in this thesis.
Commonly used passive components and networks are also introduced, including grounded-
sidewall-shielded microstrip line, zero-impedance transmission line (ZTL), active and passive
baluns. Different low-power circuits, such as low-power amplifiers, mixers, and multipliers, are
discussed in the following three chapters. A G-band low-power receiver with ×12 LO chain
integration is presented in the sixth chapter. Summaries and conclusions of this thesis are
given in the final chapter. The detailed derivations of the essential equations are presented in
appendices.
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2 Technology

The features of the fabrication technologies need to be studied at first as they usually domi-
nate the overall RF performance of circuits and systems under design. Meanwhile, the passive
elements also play a vital role in practical circuit designs, for instance, biasing, filtering, and
impedance matching networks. In this chapter, the manufacturing technologies and the signif-
icant and commonly used passive elements in the designs of this thesis are introduced. The
first part presents the main features of several utilized SiGe BiCMOS processes, including the
basics of devices and the back-end process. The second part shows the commonly used passive
components, such as GSSML, ZTL, balun, etc.

2.1 Fabrication Technologies

As an excellent solution for addressing a large number of the present and prospective mm-wave
and sub-mm-wave applications, the recent development of the advanced SiGe BiCMOS tech-
nology relies on two large-scale research projects funded by the European Commission, namely
DOTFIVE and DOTSEVEN. The predecessor DOTFIVE project successfully demonstrated
SiGe HBTs for the first time with peak fT/fmax of 300/500 GHz, minimum gate delay of the
ring oscillator of 2 ps [33], and systems operating at 160 GHz. In addition, the following DOT-
SEVEN project reached the challenging goal of SiGe HBTs with fT/fmax of 505/720 GHz, the
minimum gate delay of the ring oscillator of 1.34 ps [10], and systems operating at 240 GHz.
With these significant achievements, several advanced SiGe BiCMOS processes have become
available in the research and commercial field, which were employed in this thesis for circuit and
system designs.

2.1.1 SiGe HBT performance

The speed of a transistor can be directly linked to fT and fmax. fT is the transit frequency,
defined as the extrapolated frequency of unity small-signal current gain, i.e., |h21|=1 assuming
a single-pole low-pass frequency dependence. fmax is the maximum oscillation frequency, as
the maximal frequency for power amplification of the device, and the commonly used definition
is Mason’s unilateral power gain, as U(f)=1. As mentioned in Chapter 2, for a fabrication
process, the former is typically used to measure the speed of a transistor in switching circuits
(such as dividers), while the latter usually represents the capability of the device in amplifiers
or oscillators.

The transit frequency fT can be found as [7]

1
2πfT

= CBE + CBC
gm

+ (RE +RC)CBC. (2.1)

Here, gm is the transconductance, which is proportional to IC (and JC) and can be approximately
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Figure 2.6: Simulated (a) total CBC, (b) total CBE, and (c) gm versus JC of the single-finger
device (Nx=1) at VBC=0 V. The two capacitances are extracted based on simulated
Y-parameters at 10 GHz [36].

current densities and reliability electromigration. SiO2 with ε=4 is implemented between metal
layers. Moreover, the essential passive components are available, such as the MIM capacitors
between TM1 and M5 with the unit capacitance of 1.5 fF/µm2.

Meanwhile, three types of polysilicon resistances, namely Rsil, Rppd, and Rhigh, respectively,
are provided by this process. The former uses salicided p-doped polysilicon with a low sheet
resistance of 7 Ω/µm. In contrast, the later two are unsalicided with n-doped and partially
compensated gate polysilicon with medium and sheet resistance values of 260 and 1360 Ω/µm,
respectively. In addition, different MOS transistors such as N-MOS, P-MOS, and isolated NMOS
are also available with gate oxide of both thin and thick thickness, aiming to 1.2 V digital logic
or 3.3 V Vsupply, respectively. In this thesis, the multipliers and the G-band receiver were
implemented in this technology.

2.1.4 SG13D7

Moving towards the goal of the DOTSEVEN project, the SG13D7 is an experimental SiGe
BiCMOS technology run also at IHP Microelectronics. Based on the standard 130 nm BiCMOS
technology SG13G2 with a similar device configuration and back-end process, several device-
related improvements are employed to boost the high-speed performance of the device. To begin
with, the vertical profile is optimized with new processes for the emitter formation and the
selectively implanted collector. Secondly, the emitter-base spacer width, emitter window width,
and the resistivity of the external base regions are reduced with a low-temperature back-end
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and 3D view of an example of the designed ZTL using IHP SG13G2/D7 technology. As shown,
all the metal layers from M1 to TM2, are utilized for ZTL. Starting from the bottommost
layer M1, all even layers are connected in the middle as DC signal layer, whereas all odd layers
including the topmost layer TM2 are connected from two sides as ground. Since the distance
between the adjacent two layers is much smaller than that between TM2 and M1, the effective
d is significantly reduced. Furthermore, the presented interleaved configuration is implemented
to sandwich the signal layers between the multi-ground layers, resulting in a much larger A. To
further improve C, a large number of small shunt MIM capacitors are added between TM1 and
M5.
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Figure 2.15: Simulated Z0 of 150 µm ZTL (in Fig. 2.14) compared with the simulated Zin of the
same ZTL with a large load termination ZL=5000(1+j) Ω up to 220 GHz.

Fig. 2.15 shows the simulated Z0 of the designed ZTL with 150 µm length compared to the
simulated Zin of this ZTL with a large load termination (ZL=5000 (1+j) Ω). As presented, the
Z0 of this ZTL is below 10 Ω up to 220 GHz. Furthermore, according to Fig. 2.16b, Zin≈Z0 with
a large terminated load, indicating a perfect isolation. Fig. 2.16a presents the chip photo of the
fabricated test ZTL with 150 µm length. The measurement compared to simulation (including
pads) at G-band is shown in Fig. 2.16b. As can be seen, the ZTL S11 presents a fairly low real
part, indicating a low Z0. The observed good agreement between simulation and measurement
indicates a good accuracy of the EM-simulation up to G-band. In summary, ZTLs ensure the
low Z0 with perfect isolation, thus significantly saving the simulation time and effort during the
DC distribution network design.

2.2.3 Balun

The differential (or balanced) configuration is one of the most popular topologies in modern
mm-wave and sub-mm-wave applications. Thanks to the symmetry configuration, the virtual
ground plane provides higher robustness against the parasitics introduced by connections and
passive structures, resulting in much higher circuit stability at high frequencies. In addition, a
theoretically doubled output power can be realized compared to the single-ended counterparts.
The differential configuration is also beneficial to reduce signal distortion in nonlinear designs,
owing to the natural cancellation of half unwanted harmonics in multipliers.

To convert the signal between single-ended and differential, the balun is one of the most
commonly utilized components in a large variety of circuits, such as Gilbert-cell-based mixers
[44], multipliers [45], and differential amplifiers [46]. The balun is a three-port component.
Theoretically, the operation of the balun can be expressed by S-parameters

S11 = 0, (2.14a)
S21 = −S31. (2.14b)
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Figure 2.18: Simulated (a) S-parameters, output (b) phase imbalance, and (c) gain compression
with 1 dB reference line (dash) at 15 GHz of the active balun.

Figure 2.19: Sensitivity analysis of the gain of this active balun at 9 GHz with some important
parameters varied ±20 %.

matching (T2). More importantly, less than 0.05 dB and 0.1◦ amplitude and phase imbalance
are observed in Fig. 2.18a and 2.18b, indicating a low signal distortion. Meanwhile, Fig. 2.18c
shows the gain compression at 15 GHz with the simulated 1 dB output/input compression point
(oP1dB/iP1dB) of -8.7/-18 dBm. As shown, this designed active balun provides high insertion
gain and low amplitude and phase imbalance over a wide frequency range, which is suitable
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Then, the even- and odd-mode impedances of the coupled-line section can be easily determined
by from C [52], as

Zoe = Zs

√
1 + C

1− C , (2.18a)

Zoo = Zs

√
1− C
1 + C

. (2.18b)

For the sake of clarifying the relationship between the dimension and the even- and odd-mode
impedance, a simplified first-order lumped element equivalent circuit of the Marchand balun
needs to be introduced here [53], as presented in Fig. 2.20b, where Ls, Cs, Cc, and k are the self-
inductance, capacitance to ground, mutual coupling capacitance, and mutual inductive coupling
factor, respectively. Here, we assume that the balun is resistanceless and the capacitance to the
ground is equally divided to both sides (Cs1=Cs2=Cs). By implementing the even/odd mode
analysis on each coupled line section, the relations are as follows [54]:

Ls = Zoe + Zoo
2ω , (2.19a)

k = Zoe − Zoo
2ωLs

, (2.19b)

Cs = 1
ωZoe

, (2.19c)

Cc = 1
2ωZoo

− 0.5Cs, (2.19d)

where ω is the angular frequency. Therefore, the coupling factor C of the balun can be finally
determined by carefully tuning the physical dimension of each metal layer and the corresponding
lumped element parameter.

A multilayer type 190 GHz Marchand balun was designed based on IHP SG13G2 technology.
The impedance transformation ratio of 2, i.e., the 1:2 balun is generally chosen for the differential
system. Based on equation 2.19, the parameters can be calculated as presented in table 2.1.
As shown in the 3D view in Fig. 2.21a, this balun is implemented by two transmission lines

Table 2.1: Value of parameters for 1:2 balun at 190 GHz

Zoe Zoo Ls k Cs Cc

80.9 Ω 30.9 Ω 46.8 pF 0.45 10.35 fF 8.37 fF

in the two topmost metal layers, TM1 and TM2, to reduce the signal loss, and the bottom
layer M1 is used as ground plane. Both lines are designed in a ring shape with the initial
length of λ/2 in total (two pieces λ/2, as shown in Fig. 2.20a) to obtain Ls. The bottom line
is shorted to ground. The Cc value is realized by the complete overlap of two lines. The final
dimension of each line and connection port is optimized by EM-simulation for better matching
and bandwidth performance. Fig. 2.21b shows the chip micrograph of the fabricated test balun.
Since differential HF probes are unavailable at G-band, two identical baluns are separately
fabricated, with one output port connecting to the pad and another terminated by a 50 Ω
resistor. Additionally, the input and output port are extended with an extra 30 µm TL to
widen the distance between two probes, which helps to reduce the mutual coupling. The total
size of the balun is 90 µm × 200 µm. The measured and simulated insertion and return loss
of the designed balun is presented in Fig. 2.22a. The minimum insertion loss of this balun





3 Low-power Low-noise Amplifiers

The low-noise amplifier (LNA) is a vital component as the first block of mm-wave and sub-
mm-wave receivers [55–59]. In principle, a LNA should amplify the signal while introducing an
acceptably small amount of noise. Thus, both gain and noise are the most critical performance
parameters here, since the first-stage block typically determines the overall receiver noise, and
a higher gain is always beneficial to improve the conversion gain (CG) of the system. On the
other hand, an LNA also consumes a relatively large Pdc because of its multi-stages and required
high RF gain. As a result, the top pursuit for low-power LNAs is to achieve the best possible
trade-off between Pdc and other key performance parameters.

Several low-power SiGe HBT-based LNAs have been reported recently for mm-wave frequen-
cies. In W-band, a 94 GHz LNA was designed with 10 dB gain, 6.3 dB NF, and 8.8 mW Pdc
[60]; an 80 GHz LNA was reported with 20.5 dB gain, 6.2 dB NF and 16.6 mW Pdc [61]; a 75
GHz LNA was presented with 22 dB gain, 5 dB NF, and 8 mW Pdc [62]. In G-band, several
amplifiers were designed in [63–66], with 10-20 dB gain and Pdc of 6.4-42 mW. However, those
LNAs were designed by biasing the transistor close to peak fT with negative VBC, and the Pdc
reduction methods of all amplifiers listed above were only achieved by transistor selection.

In this chapter, the design process of mm-wave low-power amplifiers is presented. Towards
the best possible Pdc-performance trade-off, discussions contain the topology selection, transistor
sizing, bias optimization, gain enhancement techniques, the experimental characterization and
model related analysis. Moreover additional performance tuning capability is realized in one
amplifier design, which is beneficial to system performance distribution and dynamic range
extension. Two designs with state-of-the-art results are demonstrated, in particular, a G-band
173-207 GHz ultra-low-power amplifier using IHP SG13D7 technology [37], and a W-band 72-
108 GHz low-power tunable amplifier based on IFAG B11HFC technology.

3.1 173-207 GHz Ultra-low-power Amplifier

This design was implemented in an experimental 130 nm SiGe BiCMOS process SG13D7 with
peak fT /fmax of 460/600 GHz. The process details were introduced in Section 2.1.4.

3.1.1 Topology Selection

The commonly utilized topologies for mm-wave amplifiers are the common-emitter (CE), the
common-base (CB), and the cascode configuration [48], with the simplified schematics of the
above three topologies presented in Fig. 3.1. Assuming a perfect impedance matching network at
both input and output port, the maximum stable gain (MSG)/maximum available gain (MAG)
is usually used to evaluate the amplification capability of different topologies, which is defined
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Figure 3.2: Simulated (a) MAG/MSG, (b) NFmin, and (c) S12 for the three topologies: cascode,
CB, and CE. The same double-finger (Nx=2, Ae-w=2×1 µm×0.1 µm) SiGe HBT in
SG13D7 technology is used for this comparison, with the same JC of 5.8 mA/µm2.

because of the following reasons:

• Capacitive feedback from output to input at high frequencies is minimized, thus increasing
the isolation between different stages.

• Due to a much lower Miller-effect, the input capacitance Cin and corresponding input
admittance of the cascode stage are reduced, making the inter-stage broadband matching
easier [48].

• Much higher gain/stage can be achieved with acceptable NF.

3.1.2 Bias Dependency of the Small-signal Performance

Based on power level, the key performance parameters of amplifiers can be generally divided by
small- and large-signal operation. The large-signal FoMs include linearity and maximum satura-
tion power. The small-signal FoMs contain noise and gain. Stability is a common goal for both
conditions. For LNAs, the small-signal FoMs are more critical due to its front-stage location,
whereas the overall linearity and saturation power of a system are more or less dominated by
the end stages, such as the IF buffer amplifiers in receivers.




